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PANEL 1U 50P 3 PR VOICE 

 
1.0 SCOPE 

This document provides installation instruction of 1U 50P PR Voice Panel 
 

2.0 PRODUCT DESCRIPTION 

This is Panel 1U 50P 3 PR Voice 
 

3.0 REFERENCE DOCUMENTS 

 
4.0 PROCEDURE 

 
4.1 GENERAL REQUIREMENTS 

 
4.2 ASSEMBLY INSTRUCTIONS   
4.3  

 
4.4 REMOVAL INSTRUCTIONS 

 
 

1. CABLE PREPARATION AND TERMINATION 
 

  

MPN NO. SAP NO. 

315-213 187000382 



       APPLICATION SPECIFICATION 
 

REVISION: ECR/ECN INFORMATION: TITLE: 
 

INST SHEET 50P 3PR VOICE PANEL  
 

SHEET No. 

A1 
EC No: MTS2013-0071 

2 of 3 
DATE: 2013 / 07 / 16 

   DOCUMENT NUMBER: CREATED / REVISED BY: CHECKED BY: APPROVED BY: 

AS-18700-085 SNAGARAVENKA BJ MAHENDRA DURAN, JIM 

TEMPLATE FILENAME: APPLICATION_SPEC[SIZE_A](V.2).DOC 
  

         
 

2. Cable dressing/installing 
 
Dress cable on to rear cable management tray and secure with cable tie. Do not over-
compress cable. 

  
 

MPN NO. SAP NO. 

315-213 187000382 

 

 
 

 



       APPLICATION SPECIFICATION 
 

REVISION: ECR/ECN INFORMATION: TITLE: 
 

INST SHEET 50P 3PR VOICE PANEL  
 

SHEET No. 

A1 
EC No: MTS2013-0071 

3 of 3 
DATE: 2013 / 07 / 16 

   DOCUMENT NUMBER: CREATED / REVISED BY: CHECKED BY: APPROVED BY: 

AS-18700-085 SNAGARAVENKA BJ MAHENDRA DURAN, JIM 

TEMPLATE FILENAME: APPLICATION_SPEC[SIZE_A](V.2).DOC 
  

 
3. Cable strain relief 

 
Neaten cable ties and cable bundles. 

 

  

MPN NO. SAP NO. 

315-213 187000382 


