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TITLE: EUROMOD ADAPTER COLLARS INSTALLATION INSTRUCTION 

 
1.0 SCOPE 

This document provides the installation instructions of Euromod adapter collars 
 

2.0 PRODUCT DESCRIPTION 
 
This is Euro Mod adapter collars. 
 

3.0 REFERENCE DOCUMENTS 
 

4.0 PROCEDURE 
 
4.1 GENERAL REQUIREMENTS 

 
4.2 ASSEMBLY INSTRUCTIONS 

 
4.3 REMOVAL INSTRUCTIONS 
 

1. ASSEMBLY OF POWERCAT C6 EUROMOD II MODULES 
 

a) Identify the top and bottom ledges at the rear of the adapter collar. 
 

 

MPN NO. SAP NO. 

315-056 187000336 

Top of collar 
(Indented ledge) 

Bottom of collar 
(straight ledge) 
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b)  Assemble the top two latches of the Power Cat 6 Euromod II Module into the indented ledge at 
the top of the Adapter Collar. 

 

 
 
 
 
 
 

2. Assembly of PowerCat C5E Euromod Modules 
 

a)  Euromod C5E Modules have a single latch at the top and bottom of the module.  
Because these latches are symmetrical the module may be assembled into the collar without   

having to identify the top and bottom ledges of the adapter collar. 
 

 
 

MPN NO. SAP NO. 

315-056 187000336 

Front of module 
And collar) 

Single latch at top 
of module 

Top two latches of C6 
Euromod II Module 
Assembled in the top 
Indented ledge of collar) 

Single latch at bottom of 
Euromod II module 

Single latch at 
bottom of module 
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3. PANEL CUT-OUT 

 

MPN NO. SAP NO. 

315-056 187000336 


