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INSTALLATION INSTRUCTIONS 
BEFORE INSTALLING OR ADJUSTING THIS PRODUCT,                                                                                                         

PLEASE READ THESE INSTRUCTIONS CAREFULLY. 

PLEASE KEEP THIS GUIDE FOR FUTURE REFERENCE 

Splice Tray fiber Installation Instructions 

 

 

1.0 SCOPE  

 

This document provides installation instructions for the Splice Tray. 

 

2.0 PRODUCT DESCRIPTION  

 

Universal Splice Tray with built in Cable Management.  

 

3.0 INSTALLATION PROCEDURE  

 

Follow below steps for the installation of up-to 24F application

 

Place thumb and first finger in lid 
cutouts and flex lid up at center to 
release. 

 

 

 

    External pathway routing 

 

 

 

 

Use finger nail or tapered end of fiber 
pick on splice holder tab to lift and 
pivot upwards. 

 

 

 

Fiber entry via external pathway 

 

 

 

 

To remove fiber pick press down 
firmly on pick before mounting tray. 

 

 

 

Multi-directional fiber entry / exit 
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    Routing around splice holders 

 

 

 

    Storing fiber pick 

 

Routing underneath splice holder area 

 

 

 

 

   

 

 

 

 

 

 

Cross routing / direction change 

 

 

 

 

 

 

 

 

 

 

Follow below steps for the requirements greater than 24F application 

Secure lower portion of hinge to each individual tray before joining trays together. 

 

               
 

 

 

              

 

 


