
DATASHEET

Power Distribution Unit 
8 x 16A 1U

The Molex Power Distribution Unit is designed for the support of active devices such 
as: Switches, Hubs, LCD screens etc., installed in data networking cabinets or racks.  

The 1U, 19” unit is manufactured from robust aluminium and features: 8, 16 Amp French style 
power sockets, an easy access front-facing, lit power switch, a rear grounding point for safety 
and the product is supplied with 2 meters of power cord, with plug fitted.

FEATURES AND ADVANTAGES 
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Ideal for powering active devices in cabinets and racks

19” 1U robust aluminium casing

Supports 8 x 16A French sockets

Front lit power switch

Supplied with 2 metres Power Cord and plug

Rear grounding point for safety
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Environmental Standards
RoHS compliant

Standards

NF C 61-314: 2008+

A1: 2010

Mechanical
Dimensions:

Width [mm]: 	 486

Height [mm]: 	 45

Depth [mm]: 	 45

Weight [kg]: 	 1.2

Material:   

Aluminum body + Black (RAL9005) plastic

Color: 	 Black

Cord length [m]: 	 2 

Electrical
Nominal voltage: 	 230 V, AC, 50 Hz

Maximum voltage:	 250 V AC

Nominal current:	 16 A

Maximum power:     	3500 W

Receptacle number: 	

8 x 16A French style sockets

SPECIFICATIONS

ORDERING INFORMATION

Order No. SAP No. Description

RAA-00386 181031029 Power Distribution Unit 8 x 16A, 250 V max., 1U, Black


